STATE OF ILLINGCIS
DEPARTMENT OF TRANSPORTATION

GENERAL NOTES
1. Reinforcement bars shall conform to the requirements of ASTM A 706

Gr 60. See Special Frovisions. TOTAL BILL OF MATERIAL

Z. Reinforcement bars designated (F) shall be epoxy coated.,

X _ . ITEM UNIT SUPER SuUB TOTAL
3. Prier to pouring the new concrete deck, ail heavy or loose rust, loose mill §
scale, and other loose or potentidlly defrimental foreign material shall be Concrete Removal Cu.' Yd. 24.0 . 24.0
removed from lhe surfaces in contact with concrete. Tightly adhered paint may o et N
remoy ; ourtaes 1M neonct gy qduered baint mdy Protective Shield Sq. vd. | 69l 691
remain unless otherwise nofed. Removal shall be omplished by meihods INDEX OF SHEETS
thai will not damage the stesl and the cost wiii be included in the pay ifem Cencrete Superstructure Cu. Yd. 24.0 4,
coveri oval of isH ret - -
covering removal of the existing concrefe. I General Plan and Elevation Bridge Deck Grooving 5¢. Yd. 1,265
. . o L . " . X . ral Note =y a ; ~A4 Tne £ Ch ) M . ~
4. As directed by the Engineer, existing construction accessories welded to the 2. General Notes, Bill of Material and Index of Sheets Protective Coaf Sq. Yd. 1324
Z ; = ; Stooe . o - -
top flange of beams and girders shall be removed. The weld areas shall be 3. Stage Construction Detalls Reinforcement Bars, Epoxy Coated Pound 2,470
ground Tlush and inspected for cracks using magnetic particle testing (MT) or 4. Bridge Deck and Approach Slab Repairs T - — P
dye penetrant testing (PT) by qualified personns! approved by the Engineer. 5. Expansion Joint Repairs oar_>pheers £ach <
Any cracks that cannol be removed by grinding s inch desp shall be identifie 6. Expansion Joint Details Preformed Joint Strip Seal Foof 45.0
and reported to the Buregu of Bridges and Structures for further disposition. 7. Preformed Joint Sirip Seal Concrete Sealer Sq. Fr 4208 1053
h ; . o . . : d Joir | Concrete Sea . F1. 2
The cost of removing welded accessories. grinding and inspecting weld areas e L o e - : ) . e !
and grinding cracks will be paid for gccording to Article 109.04 of the 8. Bar Splicer Assembly Delails Approach Siab Repair (Partial Depth) Sq. vd. 5.0
Standard Specifications. Deck Slab Rep Fuit Depth, Type 1) 5q. Yd. 5.0
~ - o e - Py o . ;\ y 7(3,’74‘7 () il ""7 A 7 T ) Y 74, I8
5. Plan dimensions and details relative to existing plans are subject fo non Deck Slab Repoir (Fuil Depth, Type 11) »¢. 1a. 64
consiruction variations.  The Confractor shall field verify existing dimensions and Bridge Deck Latex Concrets Overlay, 2" Sq. Yd. L257
details affecting new construction and make necessary approved adjustments prior Bridge Deck Hydro- Scarification, £3;" Sq. vd. o567
; ; ! . - o h - Bridge ro-Sc c A . Yd. .25
o construction or ordering of materials. Such variations shall not be cause for o 4
additional compensation for a change in oe of [he work, however, Ih . Clean and Reseal Relief Joint Foot 72.0 72.0
Contractor will be pald for the quantity actually furnished at the unit pr Reattach Guard Rail to Structure Each !
for the work. -
6. Concrefe Sealer shall be applied fo the parapets, approach stabs,
abutment seats and abutment backwails. All surfaces to be sealsd
be cleaned ithoroughly prior fo sealer application.  Cost included with
Concrete Segler.
7. The existing structural steel coating contains lead. The Contractor shall take

appropriate precautions to deal with the presence of lead on this project.
8. Stage construction sholl be utijized to maintain iraffic during construction.

9. The Confroctor shall exercise core during removal of existing joinis fo ensure that
the slab, beams and diaphragms’ integrity will not be detrimentally impacted. The
Contractor shall repair any damage(s) fo the slab, beams and diaphragms caused by
his operation as directed by the Englneer af no additional cost to the Department.

10, Protective Coat shall be applied to the new Lartex Concrete Overlay.

11, Joint openings shali be adjusted according to Article 520.04 of the Sid. Specs.
when the deck s poured af an ambient temperature other than 50°F.
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CHECKED - AAY
F.A.L < TOTAL | SHEET
e s alfred benesch & compony SHEET NO. o | RTE. SECTION COUNTY  |opeTs| “NO.
i N |nze|s “ ‘ 'e ar‘m s - 290 - -
e ] oy beneSCh é?\?;ggmggsg%\fnu»Sutewo <55 22(1, 1-1, 2&3)RS-7 DUPAGE 546 343
Cl KED 312-665-0450 Job No. 10050 8 SHEETS CONTRACT NO. 60@51
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